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‘ Barricade Blade Detai

Bal last = 45Ib sandbag at the end of each leg
Barricade blade fastened to vertical supports with 2” corner bolts
Vertical potion of leg is welded to horizontal portion on all four sides.

Masts slide inside vertical portion of legs. No bolts or fastenings devices used.

BARRICADE ASSEMBLY DETAIL
(Use when aluminum blade
as detailed above)
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Del ineator reflector shal
meet the requirements of
section 894

DELINEATOR
REFLECTOR

3"x8"— 18 Gauge galvanized

steel sheet or 0.080" aluminum
plate with white retroreflective
sheeting (Type 3A or 3B) as
specified in section 894 of

the Standard Specifications.
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SPLICE PLATE

BARRICADE ASSEMBLY DETAIL
(Use when Plastic I-Beam w/
115" Hol low Core Flanges or
1" x 8" x72" wood boards.
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BARRICADES:
Number of retroreflectorized rail facess:
Type I - 2 (One each direction)

Type Il - 4 (Two each direction)
1II- 6 (Three in each direction)
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REVISIONS
DATE CHANGE

08-03-87 | Type sheeting
10-01-87 | Del ineator drum note
06-08-88 | Barricade type II1
06-01-92 | General revision
06-10-93 | General revision
09-23-93 | Vertical pane
06-09-95 | Reflective sheeting
03-01-02 | Barricade type II1

assembly details
04-01-02 | Type [II barricade
12-01-04 | PE stamp added
06-29-05 | Revised Type I1

barricade stripe
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